
Pipe Size (m2) Span (mm) Rise (mm) Backfill (m3/m) 
2.0 1850 1400 0.67 
2.2 1930 1450 0.67 
2.4 2060 1500 0.73 
2.6 2130 1550 0.74 
2.9 2210 1600 0.70 
3.1 2340 1650 0.77 
3.3 2410 1700 0.79 
3.5 2490 1750 0.83 
3.7 2620 1800 0.91 
4.0 2690 1850 0.89 
4.3 2840 1910 0.97 
4.6 2900 1960 0.95 
4.8 2970 2010 0.99 
5.1 3120 2060 1.07 
5.4 3250 2110 1.14 
5.7 3330 2160 1.15 
5.9 3480 2210 1.31 
6.2 3530 2260 1.30 
6.6 3610 2310 1.27 
6.9 3760 2360 1.39 
7.2 3810 2410 1.40 
7.5 3860 2460 1.40 
7.9 3910 2540 1.42 
9.0 4040 2840 1.70 
9.5 4110 2900 1.66 
9.8 4270 2950 1.85 
10.1 4320 3000 1.88 
10.6 4390 3050 1.83 
11.0 4550 3100 1.99 
11.4 4670 3150 2.09 
11.8 4750 3200 2.13 
12.3 4830 3250 2.11 
12.7 4950 3300 2.22 
13.2 5030 3350 2.22 
13.6 5180 3400 2.40 
14.0 5230 3450 2.41 
14.6 5310 3510 2.39 
15.0 5460 3560 2.58 
15.5 5570 3610 2.66 
16.0 5660 3660 2.70 
16.4 5720 3710 2.75 
16.9 5870 3760 2.91 
17.5 5940 3810 2.87 
18.0 5990 3860 2.85 
18.6 6070 3910 2.84 
19.0 6220 3960 3.09 
19.6 6270 4010 3.02 

 
METHOD 2 – FLOWABLE BACKFILL QUANTITIES 

[Deformed Corrugated (Structural Plate Steel) Pipe] 
Figure 17-2FF 


